FirstPower Technology Co., Ltd.

FP1260 (12V6Ah)

Specifications

Nominal Voltage 12V
Canaci 20HR(10.5V) 6Ah
ép;g;y 10HR(10.5V) 5.6Ah
1HR(9.60V) 3.9Ah
Length 90+ 1mm (3.54inch)
) ) Width 70+ 1mm (2.76inch)
Dimension
Height 101+1mm (3.98inch)
Total Height 107 £1mm (4.21linch)

Approx. Weight

1.75kg (3.85lbs) +5%

Terminal type

T1/T2

Internal resistance Dimensions
(Fully charged, 25°C) Approx. 22m & 90+1 7041
Capacity 40C 102% = = ~
affected by 25C 100%
temperature 0C 85% _
(20HR) 5C 5% :I i'
) 3 month Remaining Capacity: 91% = S
Self-discharge — — —
(25°C) 6 month Remaining Capacity: 82%
12 month Remaining Capacity: 65%
Nominal operatin . . o o -
temperg’ture g 25°C +3°C(77°F £5F)
Operating Discharge -15C~50°C(5FT ~122°F)
temperature Charge -10°C~50°C (14°F ~122°F) - -
range Storage -20°C~50°C(-4°F ~122°F) Jol. 5
13.60 to 13.80V ] #
Float charging voltage(25°C) | Temperature compensation: .
18mV/C Terminal
14.50 to 14.90V
Cyclic charging voltage(25°C) | Temperature compensation: 4.8 .. 0.8 6.35 . 0.8
-30mV/C S S T ‘ ‘
Maximum charging current 1.8A 7{%7 74@7
Terminal material Copper ‘ ‘
Maximum discharge current 90A(5 sec.) ‘ ‘
Designed floating life(20°C) 10years L) L/A
& Absorbent glass mat technology;
# Recognized by UL & CE; Terminal TI Terminal T2
& ABS container.
Constant Current Discharge Characteristics (A, 25C)

FV/TIME| 5min 10min 15min 30min 60min 2h 3h 4h 5h 10h 20h
9.60V 22.8 144 11.4 6.36 3.90 2.13 1.53 122 1.04 0.57 0.30
9.90VvV 22.1 14.0 11.1 6.23 3.84 212 1.52 122 1.03 0.56 0.30
10.2v 21.2 134 10.7 6.04 3.74 2.10 151 121 1.03 0.56 0.30
10.5Vv 20.3 12.8 104 5.90 3.67 2.07 1.50 1.20 1.02 0.56 0.30
10.8Vv 19.2 12.1 9.80 5.68 3.56 2.02 1.46 1.16 0.99 0.55 0.29

Constant Power Discharge Characteristics (Watt, 25°C)

FV/TIME| 5min 10min 15min 30min 60min 2h 3h 4h 5h 10h 20h
9.60V 254 162 130 72.9 45.2 24.9 18.2 14.6 124 6.80 3.65
9.90VvV 247 158 127 71.4 44.5 24.8 18.1 145 12.3 6.77 3.64
10.2v 237 151 122 69.2 43.4 24.6 17.9 144 12.3 6.74 3.62
10.5Vv 226 145 118 67.6 425 24.2 17.8 14.3 12.2 6.70 3.60
10.8Vv 214 136 112 65.1 41.2 23.6 17.3 13.9 11.81 6.56 3.53

Note: The above characteristics data can be obtained within three charge/discharge cycles.
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Discharge Characteristics(ZSuc)
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The Relationship for Open Circuit Voltage
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Charging Characteristics(ZSuC)

T e = @
S 2 3 2
(%) (CA) (V)
140 1. Discharge:100%
L 2. Charge voltage:2.40V/cell
120[ 025+ 3. Charge current:0.20C(A) Charged Volume
15.0 4. Temperature:25°C o —
1001 O _—
0.20+ _— Charge Voltage
—
801
0.15F 14.0-

60| /
a0l O107 130
50| 005

12.0

0 2 4 6 8§ 10 12 14 16 18 20
Charging time(hours)

Charging Current

Self-discharge Characteristics

Capacity (%)

40 D v 0 e L
0o 2 4 6 8§ 10 12 14 16 18 20
Storage time: months

The Relationship for Charging Voltage and
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